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I. MATERIAL - A286 CRES. PER AMSS5853.
2. HEAT TREATMENT - 160, 000 PSI MINIMUM ULTIMATE TENSILE STRENGTH,
95,000 PSI MINIMUM SHEAR STRENGTH.
3. FINISH - PASSIVATE PER AMS-0Q0-P-35.
4. FLUORESCENT PENETRANT INSPECT PER ASTM E 1417, ACCEPTANCE CRITERIA PER NAS4003.
5. PART NUMBER - 125083 - ( )( J)( ) H

s

LENGTH
6. CHAMFER "U”™ PLUS INCOMPLETE THREADS NOT
7. PREVAILING LOCKING ELEMENT PER MIL-DTL-18240,

NI

INDICATES DRILLED HEARD
= GRIP LENGTH IN . 0625 INCREMENTS

LOCKING FEATURE
NO LOCKING FEATURE

NOMINAL GRIP DIA. IN SIXTEENTHS
BASIC PART NUMBER.

NOMINAL GRIP +
TO EXCEED TWO PITCHES.

ne

TYPE ”N” PLUG/PELLET.

YIGWNN ONTMEAA

'00¢ "ds

£80521

06/8/2
3180 3nSSI

INFORMATION ON THIS DOCUMENT 1S A TRADE SECRET.PROPRIETARY. AND SHALL NOT BE USED OR REPRODUCED IN WHOLE OR IN PART WITHOUT WRITTEN AUTHORIZATION OF SPS TECHNOLOGIES.

NOISIAJY

000z/82/11 () 66/01/21 (2)  NMGNQTY QNG GISINZY L6/21/S O)

TOLERANCES t.010 AND 2°
SURFACE ROUGHNESS I2§/_
UNLESS OTHERWISE NOTED

THIS
PRODUCT DRAWING
IS DRAFTED
IN ACCORDANCE

PTEC HNOLOGIES

FSCM

NO. 56878

CUST

oD
JENKINTOWN. PA.

IAN:

STANDARDS AND SPECIFICATIONS

NAS4003

WITH ASME YI4.5M

DRAWN BY:STEVE FOSTER

DATE:12/10/99 TITLE BOLT. TENSION.

APPROVED: L KLINE

APPROVED: S BUZOLITS

I DATE: 12/01/2000 A286 MATERIAL.

EXTERNAL WRENCHING
160, 000 PSI MINIMUM TENSILE STRENGTH
LOCKING ELEMENT

PART NUMBER:

125083-C )(C J2C >C >

SHEET | OF 1|




