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LIGHTENING HOLE BQTTOM LK THREADS PER MIL-S-8879,
ANGULAR, FLAT, OR CURVED \ CLASS 3 & PROC SPEC. ©
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MATERIAL : A286 PER AMS5726
HEAT TREATMENT: 200, 000 PSI MINIMUM ULTIMATE TENSILE STRENGTH
FINISH: CADMIUM PLATE PER QQ-P-416, TYPE I, CLASS 3. DRY FILM LUBE PER AS5272,
NOTES : OR PASSIVATE PER ASTM A967 (SEE NOTE 5)
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(6). FOR BOLTS 2

INCHES LONG OR SHORTER,
FILLET RADIUS. TWO MAX IMPERFECT THREADS AT RUNOUT.

"H” DESIGNATES DRILLED HEAD OPTION
| NO LETTER DESINATES UNDRILLED HEAD

"C" DESIGNATES CADMIUM PLATE PER QQG-P-416
”M” DESIGNATES DRY FILM LUBE PER AS 5272
NO LETTER DESINATES PASSIVATE FINISH

OF 2 INCHES AND A MINIMUM COMPLETE THREAD LENGTH OF 1.750 INCHES.

(7.
(8).
9>.

EXCEPT ON -08 SIZE.

TOLERANCES* 010 AND #2° UNLESS OTHERWISE SPECIFIED

ALL DIMENSIONS ARE IN INCHES UNLESS OTHERWISE SPECIFIED. DIMENSIONS APPLY AFTER PLATE AND BEFORE LUBE.
BOLTS SHALL BE FREE FROM BURRS AND SHARP EDGES
REFERENCE DIMENSIONS ARE FOR DESIGN PURPOSES ONLY AND ARE NOT AN INSPECTION REQUIREMENT
CHAMFER "U™ X 45° APPROX: CHAMFER PLUS INCOMPLETE THREADS NOT TO EXCEED TWO PITCHES.

PART NO: 802415 C - 3 H - 8 = BOLT,CADMIUM PLATE, . 190-32 UNJF-3A THDS., .
"CDESIGNATES OVERALL LENGTH FROM UNDER HEAD IN 1/16 INCREMENTS

500 LO

DESIGNATES NOMINAL DIAMETER IN 1/16 INCREMENTS

TYPE

ROLL THREADS AS CLOSE TO HEAD AS PRACTICAL. THREADS NOT TO ENTER
LONGER BOLTS SHALL HAVE A MAXIMUM THREAD LENGTH

SURFACE TEXTURE :SHANK DIA. CONICAL SURFACE OF HEAD.FLANKS AND ROOTS OF THREADS-32 MICROINCHES.
COLD WORKING OF HEAD TO SHANK FILLET IS REQUIRED. EXCEPT ON -08 SIZE.
LOT NUMBER STAMP REQUIRED.

NG.

I. CLASS 3

REF : EWB0420

STANDARDS AND SPECIFICATIONS
SPS-B-640
EXCEPT AS NOTED

TITLE

BOL T, DOUBLE HEXAGON, FLANGE,

CAGE IDENT. NO. OPTK®

A-286 MATERIAL,
200, 000 PSI MINIMUM UTS

CUSTODIAN: SALT LAKE.UT.

DRAWN BY mpm DATE 1/09/01

APPROVED MPM  DATE 1/23/01

BASIC PART NUMBER

802415




