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UNJF-3A THREAD PER
Ol—fe SEE NOTE & MIL-S-8879 EXCEPT
MARJOR @ SHALL BE A
MINIMUM OF . 001 LESS
MARK SPS 76280 AND 7]ToL x[B THAN MEASURED SHANK 2
APPLICABLE FIRST DASH SEE NOTE 5 P.D.
NUMBER AND LOT NUMBER
. 010 MAXIMUM DEEP
BASIC THREAD C 2D T U
PART UNJF-3n | 28 MIN | ¢, iR O R R
jone- 0le REF | REF
B . 8740 1.252
76280—-14 . 8750-14 18730 1. 414 |1.2341].623].088|1.514]|.09 1_239.018-009
_ . 9990 1. 440
76280-16 |1.0000-12| " oogp|1.628 (1. 422 |- 710). 100|1. 774|. 10 |]" ,57|. 020|. 009
_ 1.1240 1.627
76280-18 |1.1250-12 | " 550 |1. 842 |1. 609 |- 788|. 112|1.949|. 10 |~ £7,|- 022|. 009
_ 1.249%90 1.814
76280-20 |1.2500-12|;" 5, 55|2. 055 |1. 797 |- 875[. 1252, 129]. 10 ||~ gn7|. 025|. 009
. MATERIAL: MP159®QLLOY PER 5842.
2. HEAT TREATMENT: 260 KSI MINIMUM ULTIMATE TENSILE STRENGTH
3. FINISH: PLAIN
4. FLUORESCENT PENETRANT INSPECT 100% PER MIL-STD-6866 CRITERIA PER SPS-I-850.
5. WHEN HELD IN A "V” BLOCK EQUAL TO OR LONGER THAN THE GRIP LENGTH
6. WHEN HELD ON P.D. OF FULL THREADS CLOSEST TO THE BODY AND CHECKED AT A POINT ON THE BODY WITHIN ONE
DIAMETER OF THE THREAD RUNOUT.
7. REQUIREMENTS: HEAD TO BE FORGED. ROLL THREADS AFTER AGING. COLD WORK HEAD TO SHANK FILLET
8. PART NUMBER: 76280 — 14 — 24 = .8750-14 BOLT, TENSION, 3.014 LONG, 1.500 GRIP
= ORIP LENGTH IN SIXTEENTHS
= DIAMETER IN SIXTEENTHS
X = .0156 0/SIZE BODY DIAMETER
Y = .0312 0/SIZE BODY DIAMETER
— = STANDARD BODY DIAMETER

BASIC PART NUMBER

9. CHAMFER "U” PLUS INCOMPLETE THREADS NOT TO EXCEED 2 PITCHES.

10. UNLESS OTHERWISE SPECIFIED BREAK SHARP EDGES

.00

5-.015 X 45°.

11. REFERENCE DIMENSIONS ARE FOR DESIGN PURPOSES ONLY AND ARE NOT INSPECTION REQUIREMENTS.

12. DIMENSIONS ARE IN INCHES UNLESS OTHERWISE SPECIFIED.

13. FOR COMPANION NUT SEE SPS-N-76284.
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MP159 IS A REGISTERED TRADEMARK OF SPS TECHNOLOGIES
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STANDARDS AND SPECIFICATIONS
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SPS-B-640
APPENDIX 6.5.1

UNLESS OTHERWISE NOTED

DRAWN*STEVE FOSTER DATE:5/31/91

APPROVED: L KLINE DATE: L 1/25/91

APPROVED: TR

TITLE

BOLT,

12 POINT,

TENSION

260 KSI MINIMUM TENSILE STRENGTH

APPLICATIONS TO 1100°F,

MP159 ALLOY PER AMS 5842

PART NUMBER:

76280-C )—(C )
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