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PROPRIETARY INFORMATION
INFORMATION ON THIS DOCUMENT IS A
TRADE SECRET, PROPRIETARY, AND

SHALL NOT BE USED OR REPRODUCED IN
TECHNOLOGIES WHOLE OR IN PART WITHOUT WRITTEN
T LENGTH +.015 AUTHORIZATION OF SPS TECHNOLOGIES
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STAMP "95960” 45° X0 SECTION A-A
FIRST DASH NO. ., | ApPROX )
“SPS” AND LOT NO.
. 010 MAX DEEP I THREADS PER AS8879 EXCEPT
DRILL FOUR "@N" HOLES MAJOR DIAMETER SHALL BE A
WHEN SPECIFIED. BREAK MINIMUM OF . 001 LESS THAN
SHARP OUTSIDE EDGE. MEASURED SHANK DIAMETER
Ead P.D.
FIRST| THREAD 2A 2B c @D E H 2J M oN Q R T
DASH| SIZE +.000 +.010
NO | UNJF-3a |t.005 -.015|MIN |£.010|-.030[+.010|+.005|t.010 REF
MAX MIN MAX MIN MAX MIN
-12 . 7500-16|1.225| .7490| .7480| .940| .917 .812 |.380| .630| .570 | .094[.070 [.178 |.073 |.063% . 125
“14 | .8750-14|1.433] . 8740 .8730]1.085]1.059 | .937 |.438] . 700] .650 | .125|.070 |.198 |.073 |.063 | 1.313
~16 |1.0000-12 |1.620] .9990| .9980]1.229]1.200 | 1.062 |. 493] .800| . 740 | . 125 |.070 |.222 |.073 |.063 | 1.500
~18 [1.1250-12 |1.870]1. 1240 1. 1225| 1. 446|1. 414 |1.250 |.556] .935| . 840 | .125].070 |.258 |.073 |.063 | 1.688
~20 [1.2500-12 2. 120]1. 2490 1.2475|1.518|1. 484 |1.312 |.636]1. 155 . 950 | . 125].070 |.269 |.089 |.077 | 1.875
=22 [1.3750-12 |2.350]1.3740|1.3725|1.888|1.842 | 1.625 | + |1.434] + | .188.125 |.335 |.089 |.077 | 2.063
—24 [1.5000-12 [2.585]1. 4990 | 1. 4975] 2. 035]1.986 | 1. 750 | + |1.596] + | .188.125 |.361 |.089 |.077 | 2. 250
+ = LIGHTENING HOLE NOT RECOMMENDED
FIRST U W
Dﬁg“ MAX X
MAX MIN
-12 .078 | .814 | .803 | .015 |.0090
“14 _089 | .940 | .928 | .018 |.0090
-16 .104 [1.064 | 1.052 | .020_ [.0090
-13 .104 [1.252 [ 1.239 | .022_|.0090
—20 .104 [1.314 [ 1.301 | .025 [.0090
—22 L104 [1.627 [ 1.614 | .028_[.0120
—24 104 [1.752 [ 1.739 | .031 [.0120
1. MATERIAL: SPS TITQNndﬂLLOY PER CHEMISTRY OF AMS 4958
2. HEAT TREATMENT: 160, 000 PSI MINIMUM TENSILE STRENGTH
95, 000 PSI MINIMUM SHEAR STRENGTH
3. FINISH: PLAIN OR ALUMINUM COAT PER NAS 4006.
4. FLUORESCENT PENETRANT INSPECT 100% PER ASTM El417. ACCEPTANCE CRITERIA PER SPS-I-850.
5. DIMENSIONS ARE IN INCHES.
6. PART NUMBER: 95960C )( )( )( )( )
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= PLAIN FINISH

ALUMINUM COATING PER NAS 4006
DESIGNATES GRIP LENGTH IN SIXTEENTHS.
- = NO CROSSDRILLED HEADS
CROSSDRILLED HEADS
DESIGNATES DIAMETER IN SIXTEENTHS PER TABULATION
STANDARD BODY DIAMETER
- 0156 OVERSIZE BODY DIAMETER
- 0312 OVERSIZE BODY DIAMETER
BQSIC PART NUMBER
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LENGTH = GRIP LENGTH + T REF
TM - SPS TITAN IS A TRADEMARK OF SPS TECHNOLOGIES.
TOLERANCES +.010 AND #2° FscM NO. 56878 |TITLE STANDARDS 'gr%n éPEgIFOICQTICNS
125, : -B-64
SURFACE ROUGHNESS 123/ SERkINT OUN. P APPENDIX 9. 6. ]
UNLESS OTHERWISE NOTED SPS TITAN 160 BOLT, DOUBLE HEXAGON, FLANGED PART NUMBER:
DRAFTED IN ACCORDANCE WITH ASME Y14.5M . 750 TO 1.500, SPS TITAN ALLOY
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160 KSI ULTIMATE TENSILE STRENGTH
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. 0156 OVERSIZE |. 0312 OVERSIZE
FIRST
DASH oB 2B
NUMBER
MAX MIN MAX MIN
-12 . 7646 . 7636 | . 7802 . 7792
-14 . 8896 . 8886 . 9052 . 9042
-16 1.0146[ 1.0136 [1.0302] 1.0292
-18 1. 1396 1.1381 [1.1552(1.1537
-20 l.2646 | 1.2631 [1.2802 1.2787
-22 1.3896 1 1.23881 [1.4052| 1.4037
-24 1.5146[1.5131 [1.5302] 1.5287
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